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Description Inspection Procedure _|Parameter for Procedure _|Status |Result |Runtime Protocol_[Test _[Other paramet{Switched on |His
APL-PC1DHCP Perform_Ping APLPCT OK__[10.06.14 155215 _ |Memo | Test
APL-PC2DHCP Perform_Ping APL-PC2 OK__[10.06.14 155217 |Memo | Test
APL-PC3DHCP Perform_Ping APL-PC3 1006.14 155225 |Memo | Test
APLUS Server DHCP__|Perform_Ping APL-SRVOT 1006.14 155233 |Memo | Test
Preklad Caretaker Test_Age aplnas\COMPANY\Distr 17.06.14 18:0407 _ |Memo | Test
NTB ZHDHCP Perform_Ping APL-ZH-NOTE 210513193428 |Memo | Test
Router Jatetni Perform_Ping 192.168.13 19.06.1409:3213 _ |Memo | Test
Router Havelcova Perform_Ping 192.168.1.2 19.06.1409:3218 _ |Memo | Test
NTB LHDHCP Perform_Ping APL-LH-NOTE 210513193433 |Memo | Test
Router D-Link Perform_Ping 192.168.1.1 1006.14 155238 |Memo | Test
A-PLUS WEB Perform_Ping ww.a-plus ¢z 1006.14 155240 |Memo | Test
APL-NAS Perform_Ping 192.168.16 1006.14 155242 |Memo | Test
AP Jatetni WIF] Perform_Ping 192.168.14 1006.14 155252 |Memo | Test
Router Jatetni 2 Perform_Ping 192.168.15 1006.14 155255 |Memo | Test
ZH Vivojové PC Perform_Ping 192.168.1.100 1006.14 155257 |Memo | Test
Kamera Jatetni Perform_Ping 192.168.1.7 1006.14 155259 |Memo | Test
Zéloha Zdroje Test_Age Wapl-nas\ZalohaZdroje zip 17.06.14 18:06:38__ |Memo | Test
Zebra Printer #1 Perform_Ping 192.168.1.110 18.06.14 142552 |Memo | Test
Delete old Backups-let on| CleanFiles WAPL-NAS\BACKUP\Zaloh| 18.06.14 142538 |Memo | Test
Delete prot. older than 10 CleanOlder WAPL-NASPROTOCOLSY] 18.06.14 142537 |Memo | Test
Renarne files according d{Ren_File WAPL-NAS\IEXPORTMTU® 18.06.14 142512 |Memo | Test
Cenikfile pack TablePack WAPL-NASWTZICENK DF| 18.06.14 142510 |Memo | Test
Self test procedure SelTest Memo | Test
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A-PLUS Ing. Zbyněk Homolka

Jateční 803
280 02 Kolín IV                                                                                                             tel.: +420 321 726 711
                                                                                                                                             mob.: +420 604 542 695

Supervising system Caretaker
Running modes
  Program is possible to start in this modes:
· Without parameter (User mode): Program does not ask for password and is not possible to change settings
· With parameter /S : After logon are applied appropriate user rights. With level 1 is possible to configure everything. Count of sensor is not limited.
· With parameter /Q : In this mode program does not perform any dialog and performs procedures on all sensors. Typical usage is running from Server in scheduled tasks in regular interval.
Into list of procedures is possible to add special ones which perform also actions which are regulerly performed by users.
Main Panel

When you select „Main Panel“ in Admin mode or run SW in User mode you will see this screen:
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 You can add or copy sensors represented lines on the screen. Columns description:
· Description: Here you can describe sensor for better identification

· Inspection Procedure: in program is set of predefined procedures but it is possible to develop procedures which perform another actions. You can choice someone from appropriate list
· Parameter for Procedure: It is in most cases device identification (PC/Server Name, IP Address) or Files identification (File mask with path)
· Status: status of sensor: green – everything is OK, red – some problém

· Result: in most cases corresponds with Status
· Runtime: is last Run time of procedure joined to Sensor

· Protocol: if has Sensor Red Status in Protocol are details of problém

· Test: by this button you can start appropriate Sensor procedure
· Other Parameters: In this column you can specify other parameters described in appropriate procedure
· Switched on: if you have some sensors which you do not want to test regulerly you can switch off it and run it only manuály time after time

Here is other part of Main Panel:
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[Result_Runtime [Protocol_[Test _[Other paramet{Switched on |History |Repair proced|Maintenance Link _|Mainten. |Test since
OK__|10.06.14 155215 _ |Memo | Test Mermo
OK__[10.06.14 155217 |Memo | Test Mermo CiProgram FilesiR
1006.14 155225 |Memo | Test Mermno CiProgram FilesiR
1006.14 155233 |Memo | Test Mermno
17.06.14 18:0407 _ |Memo | Test Mermno
210513193428 |Memo | Test Mermno
19.06.1409:3213 _ |Memo | Test Mermno
19.06.1409:3218 _ |Memo | Test Mermno VFPBATCHBAT
210513193433 |Memo | Test Mermno "Ci\Program Files
1006.14 155238 |Memo | Test Mermno hitp:/192.168.1.1/
1006.14 155240 |Memo | Test Mermno Whw.a-plus.cz
1006.14 155242 |Memo | Test Mermno hitp:/192.168.1.6/
1006.14 155252 |Memo | Test Mermno hitp:/192.168.1.4/
1006.14 155255 |Memo | Test Mermno hitp:/192.168.1.4/
1006.14 155257 |Memo | Test Mermno hitp:/192.168.1.4/
1006.14 155259 |Memo | Test Mermno hitp:/192.168.1.7
17.06.14 18:06:38__ |Memo | Test Mermno
18.06.14 142552 |Memo | Test Mermno
18.06.14 142538 |Memo | Test Mermno
18.06.14 142537 |Memo | Test Mermno
18.06.14 142512 |Memo | Test Mermno
18.06.14 142510 |Memo | Test Mermno
Memo | Test Mermno
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· History: in this column is history of problems on somewhich sensors

· Repair procedure: if is possible to solve some issues by SW way there is appropriate procedure

· Maintenance link: into this item you can write Windows command which started by „Maintenance button“

· Mainten.: in this column are „Maintenance buttons“ for starting command from Maintenance link

· Test since:  if you know that on some device is performed Maintenance you can determine from which time will be sensor procedure started
